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 Specifications   

Dimensions – 180 * 48 * 142  mm 

Construction – Aluminum housing 

Colors – Black 

CPU – Intel® Celeron N2930 SoC, 1.83GHz – 2.16GHz Burst, Quad-Core, 7.5W TDP/4.5W SDP 

BIOS – AMI UEFI 

Memory – 1 * 204-pin DDR3L-1333 SO-DIMM up to 8GB (1.35V required) 

Storage Space 
– 1 * 2.5″ SATA2 3Gb/s drive bay for HDD or SSD (only support 2.5″ HDD with a hight ≤ 10mm) 
– 1 * Shared mSATA/mini-PCI Express Combo slot (Full-size) 

Display Interface 
– 1 * DVI-I 
– 1 * LVDS-24 bits ( Internal pin header) 

Network 
– 2 * RJ45 (Giga Lan) 
– WiFi (optional) 

Audio 
– 2 * Line out 
– 1 * Mic in 

Front I/O Port 

– 1 * Power Button 
– 1 * Reset Button 
– 2 * USB 2.0 ports 
– 1 * Line Out Jack 
– 1 * Microphone Jack 
– 4 * RS232 Serial Ports 
– 2 * WIFI Antenna holes 

Rear I/O Port 

– 1 * USB 3.0 ports 
– 3 * USB 2.0 ports 
– 2 * RJ-45 ports 
– 1 * DVI-I port 
– 1 * SMA Connector for WiFi Antenna 
– 1 * Line Out Jack 
– 1 * Kensington Lock Hole 
– 1 * +9V ~ +24V DC-in Jack 

Expansion Slot 
– Mini PCI-E # 1 : Half-size 
– Mini PCI-E # 2 : Full-size 

Power Source 
– DC 9~24V Jack input 
– Adapter : AC_90~240V / DC_12V_3A/ 36W 

Certification 
– EMC : CE , FCC 
– Safety : RoHS , ErP 

Environment 

– Operating Temperature : 0 ~ 50℃ 

– Storage Temperature : -10 ~ 70℃ 

– Vibration During Operation : N/A 
– Shock During Operation : N/A 

Mounting Bracket – Wall mounting Kits  

Packing 

– Net Weight：1.9KG 

– Gross Weight：2.2KG 

– Color Box Dimension：250(W) x 118 (D) x 295 (H) mm 

 

Warranty –2 Year limited warranty  

  


