
Model No. P6760S-P4 V0.1(J6412)

Chassis

Material/Structure Aluminum + metal plate, fanless design

Color Iron gray + rice white

Dimension L185*W164*H65.6 mm

Net Weight 1.80KG

Installation Desktop/Embedded/DIN Rail/VESA

Mainboard

CPU Intel® Celeron Elkhart Lake J6412 2.00GHz, quad cores 4-thread processor, TDP 10W

, TDP 15WGraphics Intel®UHD Graphics for 10th Gen Intel® processors

Memory 2*SODIMM DDR4-2400, up to 16GB

Front I/O Port

Power Button 1*Power button, 1*One-key restore button, 1*AC LOSS switch (auto power ON/OFF）

LED 1*Power LED，1* HDD LED

USB 2*USB2.0

SIM 1*SIM slot

Rear I/O Port

Display 1*VGA(1920*1200@60Hz)，1*HDMI1.4(4096*2304@30Hz)

COM COM1~2 RS232/485；COM2 RS422，COM1~2 CAN(need install miniPCIE CAN module)

LAN 5*Intel I210AT Gigabit Ethernet, support 4*POE/15W

USB 2*USB3.0，2*USB2.0

Phoenix Connector 2*8pin(4-in 4-out GPIO, isolated, 24V, VCC/GND/HDDLED/PWRLED/PWR）

Audio 1*Audio，Line out&MIC 2 in 1

Power Connector 1*4pin Phoenix connector, support DC 9~36V power input

Storage

SATA 1*2.5”SATA port

MSATA 1*MSATA

M.2 1*M.2/SSD，support Key-M，2280，NVME PCIEx4 SSD

Expansion MINIPCIE 1*MINIPCIE/4G，support 4G module

OS Support
Microsoft Windows 10

Linux Linux

Power Supply

Power Type DC power connector, 1*2pin Phoenix connector

Voltage Input DC 9-36V

Consumption AC TO DC 90W

Environment

Operating Temp. -10℃～50℃

Storage Temp. -20℃～70℃

Relative Humidity 5%-95% relative humidity, non-condensing

Vibration 0.5g rms/5-500HZ/random/operating

Features
 Intel Celeron J6412 2.00GHz, quad cores 4-thread CPU
 2*SODIMM DDR4-2400, up to 16GB
 1*HDMI，1*VGA
 5*Intel I210AT Gigabit Ethernet, 4*POE
 2*DB9 RS232/485，COM2 RS422，COM1~2 CAN

（need install mini PCIE CAN module）
 2*8 Pin Phoenix, DIO 4-in 4-out, isolated
 2*USB3.0，4*USB2.0
 DC 9~36V
 Fanless design, cooper tube thermal conductivitySample for reference

 Intel®LGA1155 2th/3th Celeron/Pentium/Core
i3/i5/i7 系列处理器

 采用 Intel®B75 高速芯片组
 2* SODIMM 内存,2400MHz DDR3 内存, 最大 32GB
 4* Intel I211AT 千兆电口（支持 POE）+ 1*RTL

8111H 千兆电口
 6* RS232 串口，COM1/2 支持 RS232，COM3~6 支持

RS232/RS485/CAN，支持直流带隔
 2*12 PIN 凤凰端子, 支持 DIO8 进出带隔离
 支持 2 个标准扩展槽，1*PCIE x16(X8 信号）,1*PCI
 支持 DC 9~36V 宽压,（1*4 凤凰端子或梅花 5 芯输入）
 铝合金材质机箱，无风扇散热结构，铜管导热（若采用高功

耗处理器，需在散热器顶部增加一个 7015 风扇进行散热）
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P6760S-P4 Dimension

Order Information

Note：1. POE support 15W single port

2、MINIPCIE only support 4G, not support WiFi

No. Model CPU Motherboard Memory IO Board GPIO LAN COM HDMI VGA
USB

2.0

USB

3.0
power

1 P6760F-P4 V0.1(7567U) I7-7567U/3.5G P67 2*SODDR4 P67-C2/P67-POE 8-in 8-out 5 6 1 1 4 2 9-36V

2 P6760F-P4 V0.1(7300U) I5-7300U/2.6G P67 2*SODDR4 P67-C2/P67-POE 8-in 8-out 5 6 1 1 4 2 9-36V

3 P6760S-P4 V0.1(J6412) J6412/2.0G P641 2*SODDR4 P67-C2/P67-POE 8-in 8-out 5 6 1 1 4 2 9-36V

4 P6760F-P4 V0.1(8260U) I5-8260/1.6G P81 2*SODDR4 P67-C2/P67-POE 8-in 8-out 5 6 1 1 4 2 9-36V

5 P6760F-P4 V0.1(1135G7) I5-1135G7/2.4G P110 2*SODDR4 P67-C2/P67-POE 8-in 8-out 5 6 1 1 4 2 9-36V

Front I/O View Rear IO View
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